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. Butterfly-Seal

The triad of front labyrinth, special sealing elastomer 
and preload ring are the major parts of this revolutionary 
sealing technology. 
The sophisticated labyrinth seal of the EWS.Butterfly-
Seal protects safely against entering of cooling emul-
sion and particles. Due to the contraction effect of the 
sealing elastomer, the sealing lip closes the gap to the 
mold interior and ensures maximum protection against 
entering emulsion during the cooling down phase.

Advantages

	 The labyrinth technology protects against the entry 
of cooling emulsion and particles

	 The speed sensitive seal lift-off during operation 
and reduces the operating temperature by up to 
50%

	 The special elastomer seal design allows the closing 
of the gab to the mold interior, ensuring maximum 
protection against entering emulsion during the 
cooling down phase (∆t compensation)

	 No spindle damage caused by seal lip friction (50% 
service cases with common seals)

	 If service is necessary, only the seal needs to be 
changed (lower service cost for user)

The gasket lip lift-off if speed is rising – 
gap shows up

The gasket lip is in contact at low speed or 
stop – maximum protection

Seal for maximum safety

EWS.Butterfly - 씰

최대한의 안전을 위한 씰

전면 라비린스, 특수 실링 탄성고무 및 프리로드 링의 세 가
지 요소는 이 혁신적인 실링 기술의 주요 부분입니다.

EWS.Butterfly-Seal의 정교한 라비린스 씰은 유분 및 미세 입
자의 유입을 확실하게 막아줍니다. 실링 탄성고무의 수축 효과
로 인해 실링 립은 홀더 내부로의 유입틈을 막아 미절삭 시간
동안  절삭유가 유입되는  것을 최대한 방지합니다.

장점

	 라비린스 기술은 절삭유와 미세입자들의 유입을 
막아줍니다.

	 구동하는 동안 속도에 민감한 실은 부상해 구동 온도를 
최대 50%까지 감소시킵니다..

	 특수 탄성고무 씰 디자인을 통해 공구 홀더 내부의 
유입틈을 막아 미절삭 시간동안 절삭유 및 미세입자 
유입을 최대한 방지합니다.(Δt 시간보상)

	 씰 립 마찰로 인한 스핀들 손상 없습니다.(서비스 사례 
50%가 일반 씰로 인해 스핀들 손상을 경험합니다.).

	 서비스가 필요한 경우, 씰만 교체하면 됩니다(사용자 
서비스 비용 절감).

속도가 올라가면 개스킷 립이 부상해 틈이 
생겨납니다

개스킷 립이 낮은 속도 또는 정지 상태에서 
접촉합니다 – 최대 보호



. Polygon-Joint

For centuries the keyway or spline connection were 
considered transferring torque in mechanical machines 
like gearboxes and engines. Due to precise manufac-
turing technologies that’s available now new possibi-
lities for the designer are showing up. EWS relies on 
the polygonal shaft-hub connection applied to the new 
tool holder generation using the advantages out of this  
EWS.Polygon-Joint.

Polygonal shaft-hub connection

Advantages

	 he balanced geometry reduces the imbalance of the 
driveline towards zero, which has a positive effect 
on the vibration of the implemented spindle and 
therefore on the surface of the operated workpiece.

	 Due to the optimal kinematic condition an increase 
in service life of the used cutting tools and the 
entire tool holder will be realized

	 Due to the homogeneous force distribution over the 
entire circumference, up to 30% more torque can 
be transmitted with the same dimensions and the 
impact and fracture resistance of the connections 
can be increased many times over

EWS.Polygon - 조인트

다각형상 샤프트-허브 연결 구조

수세기 동안 키홈 또는 스플라인 연결은 기어박스 및 엔진과 
같은 기계에서 토크 전달을 위한 수단으로 간주되어 왔습니
다. 현재 사용 가능한 정밀한 제조 기술은 개발자와 설계자에
게 새로운 가능성을 열어줍니다. 새로운 툴 홀더 세대와 함께 
EWS는 다각형상 샤프트-허브 연결 구조를 채택하고 EWS.
Polygon-Joint의 이점을 활용합니다.

장점

	 균형 잡힌 형상은 드라이브 라인의 불균형을 거의 0으로 
줄여 사용된 스핀들의 진동을 줄이고 사용된 절삭 공구 
및 가공된 공작물의 표면에 긍정적인 영향을 미칩니다.

	 최적의 운동학적 구조로 인해 적용된 절삭 공구수명이 
향상되고 전체 공구 홀더의 수명주기가 개선됩니다. 

	 전체 원주에 걸쳐 균일한 힘 분포로 인해 동일한 치수로 
최대 30% 더 많은 토크를 전달할 수 있으며 연결부의 
충격 및 파손 저항이 몇 배 증가됩니다.



HPC-Line.

Would you rather use high speed in conjunction with 
low coolant pressure or high coolant pressure with low 
speed? 

The time when a decision had to be made is over! A pa-
radigm change was achieved with the newly developed 
sealing technology – the EWS.HPC-Line. 

The seal system, that is based on ceramic is capable 
of covering coolant pressure of at least 70 bar at up to 
12.000 rpm. Added to this revolutionary development is 
the unrestricted dry-run capability!

Ceramic seal without limits

Advantages

	 For driven tools with axial- and radial- rotary joint!

	 High speed up to 12.000 rpm.

	 Up to 70 bar coolant pressure

	 For minimum quantity lubrication (MQL)

	 Full dry-run ability with no limitation

	 Long life time 

EWS.HPC - 라인

무한 세라믹 씰

저압 절삭유 분사와 함께 고속으로 사용하시겠습니까, 저속에
서 절삭유 압력을 높게 사용하시겠습니까? 결정을 내려야 했
던 시간은 끝났습니다!

새로 개발된 씰링 기술인 EWS.HPC-Line으로 패러다임 변화
가 이루어졌습니다. 세라믹기술을 기반으로 하는 씰 시스템
은 최대 12,000rpm에서 70bar의 절삭유 압력을 처리할 수 있
습니다. 

이 새로운 EWS.HPC 라인은 또한 공구 홀더가 완전히 마른 상
태로 작동하도록 합니다.

장점

	 축 방향 및 방사형 회전식 조인트가 있는 회전 공구용!

	 최대 12,000rpm까지 고속회전 가능.

	 절삭유 압력 최대 70bar

	 극소 윤활용 (MQL)

	 제한없는 무유 구동 능력 

	 긴 수명 



.

FCS (Fluid 
Control Sensor)

EWS.CyberCon4 enters the age of digital transforma-
tion. The digital concept is also open source to compe-
titors and cooperation partner in order to offer users as 
much standard as possible. The EWS.CyberCon4 sup-
plies data that can be transferred to a mobile device by 
using an APP-application or to a machine controller for 
further use.

EWS.CyberCon4 is a major part of the entire IoT con-
cept of the EWS Group within the Industry 4.0 environ-
ment. 

The digital view for capturing 
kinematic processes

Advantages

	 Avoid costly machine downtime thanks to intelligent 
tooling system

	 Dynamic determination of load-dependent 
maintenance cycles

	 Sensor technology is open for communication with 
various external interfaces 

	 Detection of sealing failure through  
‘FCS’ – Fluid-Control-Sensor

	 Internal and external data management 

	 Sensor based on BLE4.1 technology  
(Bluetooth Low Energy)

EWS.CyberCon4는 디지털 변환 시대를 맞이합니다. 디지털 개
념은 사용자에게 가능한 한 많은 표준을 제공하기 위해 경쟁
업체 및 협력 파트너를 위한 오픈 소스로 제공됩니다. EWS.Cy-
berCon4은 앱을 사용한 모바일 장치 또는 기능추가 사용을 
위한 기계 컨트롤러로 전송할 수 있는 데이터를 제공합니다.

EWS.CyberCon4는 Industry 4.0 환경에서 EWS 그룹의 전체 
IoT 개념에서 주요 부분을 차지하고 있습니다.

운동학적 과정을 담아내기 위한 
디지털 관점

장점

	 지능형 툴링 시스템을 통해 고가 기계 가동 휴지 시간 
단축

	 부하에 따른 유지보수 주기의 역학적 결정

	 센서 기술은 다양한 외부 인터페이스와의 통신을 위해 
개방되어 있습니다.

	 ‚FCS‘를 통한 실링 결함 감지 – 유체 제어 센서

	 내부 및 외부 데이터 관리

	 BLE4.1 기술 기반 센서 (Bluetooth Low Energy)
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With EWS.Varia VX you can change tools faster than 
your competitors and you can benefit from optimum 
concentricity thanks to axial, transverse force-free 
three-point clamping. Last but not least, you are also 
ahead in terms of work safety thanks to the hazard-free, 
real one-hand operation outside the cutting areas that 
helps to health protection of the operators.

Tool change in just 20 seconds

Advantages

	 Tool change within a few second

	 Shorten the setup-time including tool preparation

	 no risk of injury due to laterally mounted operating 
screw

	 no dangerous loosening of a nut or bolt in the 
cutting area

	 mechanically loaded tool ejection, no sticking

	 save torque transmission through polygon fit

	 internal coolant supply with high pressure up to 70 
bar

	 optimal concentricity due to superimposed cone 
face contact system

1.	 Tapered fit for optimum runout
2.	  Dual contact
3.	 Threaded ring
4.	 Clamping ring with integrated „draw in“ and push 

out“ function
5.	 Polygon for high torque transmission

6.	 Diametrical membrane seal for high coolant 
pressure up to 70 bar

단 20초 만에 공구 교체

1.	 최적의 동심도를 위한 테이퍼 형상

2.	 이중 구속

3.	 스레드 링

4.	 인입 및 배출 기능이 통합된 클램핑 링

5.	 높은 토크 전달을 위한 다각형상

6.	 최대 70bar의 절삭유 압력을 위한 직경방향 멤브레인 씰.

EWS.Varia VX를 사용하면 경쟁사보다 더 빠르게 공구를 교체
할 수 있으며 플랜지와 테이퍼형상의 이중구속 접촉과 삼각
형상 키의 클램핑을 통해 최적의 동심도를 얻을 수 있습니다.

마지막으로 가공 영역 밖에서 한 손으로 안전하게 작업할 수 
있어 작업자의 건강보호와 작업 안전 측면에서도 앞서 있습
니다.

장점

	 짧은 시간 안에 공구 교환

	 공구 준비를 포함한 매우 짧은 설정 시간

	 측면에 위치한 탈부착 구동 나사로 인한 부상 위험 없음

	 가공영역에서 너트나 볼트가 풀릴 위험 없음

	 공구 분리 시, 고착없이 기구학적인 원리로 공구 분리 가능

	 다각형상의 키를 통한 높은 토크 전달

	 최대 70bar의 고압으로 내부 절삭유 공급

	 원추형 표면 접촉 결합으로 인한 최적의 동심도 구현



. Coolant Management

Easier handling means more process time savings. The 
EWS.coolant management system allows you to open 
and close the external coolant outlets for individual flow 
adjustments with just one turn. Axial and radial versions 
are available. The EWS.coolant management system is 
universal, so you can adjust the coolant flow as needed. 

Universal coolant management 
system

Advantages

	 Open & close the external coolant outlet only with 
on turn with hexagon wrench

	 Universally applicable on all tool holder systems

	 Axial & redial version are available

	 The flow of the coolant is individual adjustable

	 Saving of coolant

	 Time saving due to simple handling

취급이 쉬울수록 공정 시간이 더 많이 절약됩니다. EWS. Co-
olant Managemet 시스템을 사용하면 단 한 번의 회전으로 개
별 흐름 조정함으로써 외부 절삭유 분사구를 개폐할 수 있습
니다. X축 및 Z축 방향 회전공구 홀더에 모두 사용할 수 있습
니다.  EWS. Coolant Management 시스템은 보편적으로 다양
한 부분에 적용할 수 있으므로 필요에 따라 절삭유 흐름을 조
정할 수 있습니다.

보편적 절삭유 관리 시스템

장점

	 육각 렌지로 외부 절삭유 분사구를 쉽게 개폐할 수 
있습니다.

	 모든 공구 홀더 시스템에 보편적으로 적용 
가능합니다.

	 X축 및 Z축 방향 회전공구 홀더에 사용할 수 있습니다.

	 절삭유 흐름을 개별적으로 조정 가능합니다.

	 절삭유 사용량 절감

	 간단한 조작으로 시간 절약



Tooling Systems and Turrets

EWS Weigele GmbH & Co. KG
Maybachstraße 1 · D-73066 Uhingen
Telefon	 +49(0)7161-93040-100
Telefax	 +49(0)7161-93040-30
E-Mail 	 info@ews-tools.de 
www.ews-tools.de

Command Tooling Systems
13931 Sunfish Lake Blvd NW
Ramsey · MN 55303 USA  
Telefon	 +1-763-576-6910
Telefax	 +1-763-576-6911  
E-Mail	 support@commandtool.com 
www.commandtool.com

EWS Korea Co. Ltd.
80-101, Golden root-ro, 
Juchon-myeon, Gimhae-si, 
Gyeongsangnam-do, Korea
Telefon	 +82 55-267-8085
Telefax	 +82 55-262-3118 
E-Mail 	 info@ewskorea.co.kr
www.ewskorea.co.kr

EWS Tutucu Sistemleri ve  
Taretleri Anonim Şirket
Aydınlı mah.Melodi No.2/19 Sk. Bilmo 
San.Sit. 18-19
34956 Tuzla / Istanbul
Turkey
Telefon		 +90-216-593-22-44
E-Mail 		  mehmet@ewstools.com
www.ews-tools.de

EWS Tool Holder Technologies
(Taicang Co. Ltd)
Beijing East Road No. 88 
215400 Taicang · Jiangsu
P. R. China
Telefon		 +86 512 3306 2600  
Telefax		 +86 512 3306 2601 
E-Mail		  sales.cnews-tools.de
www.ews-tools.cn
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툴링 시스템 및 터렛


